




INTerACTIVe MeDIA WINDOW

Display Information/Specifications

APPLICTATION Installation of New Window System or Re-Glaze Existing Window System

GLASS COMPOSITION Laminated 6 MM Low-Iron x PDLC Film x 6 MM Low-Iron

TOUCH RESPONSE Time: 5ms - 10ms

TOUCH POWER REQUIREMENT DC 5V ± 5%

TOUCH TECHNOLOGY UFS - Unitized Frame System Integrated

INTERFACE USB, Plug-and-Play Compatible

RECOMMENDED EXTENDER Tripp Lite U026-016 USB2.0

WEIGHT 500 LBS Including Glass and UFS

WARRANTY 1 Year Limited Warranty

DISPLAY and CONNECTIVITY Projector compatible and dependent (rear or front projection) or Video Wall

FRAME Architectural Storefront UFS (Unitized Frame System). Custom colors available.

SUPPORTED OS Mulit-touch Digitizer @ Microsoft Windows, 7, 8, 10 / Mouse @ Windows VISTA*, XP*
Linux System - Kernel 3.0.36, Android*

TOUCH RESOLUTION

TOUCH ACCURACY

TOUCH DURABILITY

REFRESH RATE

TOUCH METHOD

32767x32767 Multi-Touch

± 5 mm Over 95% of Active Area

Unlimited

100 Frame/Sec (Single Touch), 60 Frame/Sec (Dual Touch)

Finger or Any Pointer

SIZE Maximum Dimension of 185” Diagonal Glass Size or Less, Standard Size 9’8” x 5’9”




